DELAVAN.
Spray Technologies

SPRAY CHARACTERISTICS

e Produces a flat or fan spray pattern with extremely fine particle size
especially suited for applications such as humidification, poultry cooling,
lubrication and oil coating.

e Low pressures (liquid and air) needed for fine atomisation at low volumes
or flow rates of liquid (LPH) and air (m3/min).

e A two-fluid, internal mix, air atomising nozzle with large flow passages
which greatly reduce clogging.

CONSTRUCTION AND MATERIALS

e Five part construction: Body, Stem, O-Ring, Nozzle Cap and Tip.

e Brass (38977) and 303 Stainless Steel (45144) are standard. O-Ring is
Buna-N.

e Other materials available to special order.

ORDER EXAMPLE

38977-3.
SPRAY DIMENSIONS
Nozzle Air Press.Liquid Press. Dimensions
Assy. PIN @ Bar.G. @ Bar.G. A(mm) B (mm) C (mm) D (m)
| 38977-1 1,4 1,4 610 1016 1524 3,05
2,8 2,6 559 965 1524 3,35
19,1 A/F 45144-1 4,1 4.8 457 864 1321 3,96
T 38977-2 1,4 0,9 356 660 1118 3,66
0,7 A 45144-2 2,8 2,1 356 711 1270 3,66
38977-3 2,1 2,1 660 1168 1829 3,05
45144-3 3,4 2,4 660 1168 1930 3,66
A B C 38977-4 2,1 1,9 152 305 457 4,57
‘ | | 45144-4 3,4 3,4 203 381 610 5,49
38977-5 2,1 2,1 508 991 1372 2,13
= TYPE LO-AR 3,4 34 508 1016 1473 2,44
1 SPRAY PATTERN ’ ’ ’
_\\ 2,1 2,6 533 1067 1524 2,13
—— — 45144-5 3,4 5,0 635 1219 1702 2,44
- 050m.| 389776 21 2,0 660 1016 1422 2,13
500mm 34 33 660 1118 1524 2,13
1220mm 2,1 2,1 660 1067 1778 2,13
D 45144-6 3,4 3,4 660 1118 1880 2,13
CAPACITY CHART
AIR PRESSURE Bar.G.
Nozzle[Nozzle|Nozzle 0,7 14 2,0 2,8 3,5
Assy. | Stem | Tip Liquid Liquid  Air | Liquid  Air | Liquid  Air | Liquid  Air | Liquid  Air
Part | Part | Part Flow Press. Flow | Press. Flow | Press. Flow | Press. Flow | Press. Flow
No. No. No. | Mat. LPM LPH Bar. LPM Bar. LPM Bar. LPM Bar. LPM Bar. LPM
38977-1|38744-1 | 38882-1 | Brass | 0,19 11,4 0,62 72,5 107 1155 | 162 1557 | 2,07 1925 | 255 2251
0,31 18,8 0,86 65,7 138 1082 | 1,83 1490 | 243 1812 | 286 2138
45144-1|38744-21(38882-11| S.S. 0,44 26,6 1,08 64,5 155 1031 | 212 1410 | 269 1767 | 319 2081
Contact our Helpline for
any special requirements: 0,63 379 - 222 1002 | 2,76 1342 | 329 1685 | 3,79 1982
Tel: +44 (0) 151 424 6821
Fax: +44 (0) 151 495 1043 38977-2| 38744-2 | 38882-1 | Brass | 0,19 11,4 0,48 71,4 09 1141 | 146 1266 | 195 1863 | 245 2223
e-mail:sales@delavan.co.uk
Web:www.delavan.co.uk 0,37 18,8 0,56 64,5 108 1036 | 156 1458 | 212 1784 | 212 2138
0,44 26,6 0,66 59,5 1,14 99,7 166 1373 | 239 1722 | 2,72 2025
45144-2|38744-22(38882-11| S.S. 0,63 379 - 1,30 91,2 186 1260 | 2,39 159,7 | 2,92 1880
0,89 531 - 1,48 86,6 205 1175 | 259 1489 | 317 1784
1,14 68,1 - - - 231 1113 | 290 1424 | 345 1702
38977-3| 38744-3 | 38882-2 | Brass | 0,63 379 0,66 47,0 1,23 81,0 1,79 1144 | 235 1438 | 2,92 1756
0,95 56,5 0,76 38,8 1,35 68,8 1,95 97,4 255 1274 | 312 1557
1,25 74,9 - 1,45 60,9 2,07 87,2 2,69 1138 | 328 1405
45144-3|38744-23(38882-12 | S.S. 1,56 938 - 1,62 54,4 2,22 79,3 285 1036 | 345 1283
189 1136 - 1,72 49,6 2,37 72,8 2,99 95,1 3,62 1195




CAPACITY CHART (CONT.)

AIR PRESSURE Bar.G.

DELAVAN.

Spray Technologies

Nozzle|Nozzle|Nozzle 0,7 14 2,0 2,8 35
Assy. | Stem | Tip Liquid Liquid  Air | Liquid  Air | Liquid  Air | Liquid  Air | Liquid  Air
Part | Part | Part Flow Press. Flow | Press. Flow | Press. Flow | Press. Flow | Press. Flow
No. | No. No. | Mat. LPM LPH Bar. LPM Bar. LPM Bar. LPM Bar. LPM Bar. LPM
38977-4|38744-4 | 38882-4 | Brass | 0,19 114 | 066 439 1,24 714 1,86 974 - - -
0,31 18,8 1,33 63,4 1,97 87,5 255 1110 | 245 1339
45144-4|38744-22|38882-14 | S.S. 044 266 1,35 57,8 2,02 80,1 259 1025 | 325 1235
0,63 37,9 154 498 2,17 714 2,79 90,0 338 1113
0,95 56,8 172 428 2,34 59,5 2,98 76,5 3,63 95,1
38977-5|38744-1 | 38882-3 [ Brass | 0,19 114 145 39,6 2,14 53,8 2,79 68,8 341 83,0
0,37 18,8 169 351 233 464 | 3,02 60,0 3,61 74,8
45144-5|38744-21/38882-13 | S.S. 044 266 - 1,83 - 255 430 3,17 54,7 3,86 66,8
0,63 37,9 - 3,17 36,8 383 476 | 448 62,0
38977-6|38744-2 | 38882-3 | Brass | 0,19 11,4 143 382 2,02 52,1 2,68 65,1 -
0,37 18,8 1,41 - 210 428 2,76 55,2 328 68,5
45144-6|38744-22|38882-13 | S.S. 044 266 1,45 - 2,14 39,1 2771 481 3,45 60,0
0,63 37,9 1,59 - 2,25 - 291 425 3,57 52,1
38977-7(38744-1 | 38882-5 |Brass | 0,19 114 1,14 793 168 1076 | 227 1359 | 285 1699
0,37 18,8 1,34 76,5 190 1048 | 254 1303 | 310 1614
45144-7138744-21|38882-15 | S.S. 044 266 - 1,53 73,6 207 1019 | 271 1246 | 327 1529
0,63 37,9 1,83 70,8 2,60 96,3 317 1189 | 376 1416
38977-8|38744-4 | 38882-2 | Brass | 0,19 114 | 055 680 1,00 1076 | 166 1501 | 221 1897 | 290 2294
0,31 18,8 0,59 59,5 1,17 99,1 183 1388 | 240 1784 | 303 2152
044 266 066 538 1,28 90,6 197 1303 | 255 1699 | 314 2039
45144-8(38744-2438882-12 | S.S. 0,63 37,9 145 87,8 207 1218 | 272 1557 | 338 1869
0,95 56,8 - 245 1104 | 310 1388 | 3,76 1699
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